
 

     DEEPERS X5 È  
PULSE INDUCTION METAL DETECTOR 

2010 MODEL 

 

Instruction Manual  
 

You have acquired a new Deepers X5 model 2010  manufactured by LATINCOM SA ELECTRONICS 

of the United States of Mexico . This is a quality product of French technology , under  exclusive 

license from Deepers Detecto r, which is widely recognized in more than 25 countries for the 

performance and quality of its detection equipments.  

 

The Deepers X5 metal detector is exceptionally powerful, utilizing 800 to 1 100 Volt s 

electromagnet ic detection waves to reach even deeper than ever before. It is very compact, 

simple to adjust and easily maneuverable, driven by the latest electronic and technological 

advancements in the field of Pulse Induction detectors. It is the result of our knowle dge and the 

perfection of our expertise in this domain. This is certainly the most compact, powerful and 

efficient Pulse Induction metal detector on the market.  
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Main Features of Deepers X5 
 

  
Á Compact and very powerful  Pulse Induction metal detector. Mi niaturized electronic circuit. Latest 

cutting edge  technology  

Á 500 available FREquencies, from 450 to 950 Hertz, to adapt the detector to all types and conditions 

of the prospecting grounds, their mineralization and any local interference  

Á Electromagnet ic de tection waves of 800 to 1.1 00 Volts 

Á Adjustable  SENSItivity  according to the search undertaken and the mineralization of the 

prospected ground  

Á Precisely ADJUSTable audio -threshold within 10 available precise potentiometer turns  

Á Sound output is accessible t hrough the internal speaker or high -definition headphones 

(recommended)  

Á Two available detection modes. DETECT at the MAXI mum power and deep soil penetration or 

DETECT at the MINImum for detection on the beach, mineralized or contaminated land, inside of 

bu ildings, in ruins or for more relaxed exploration at a moderate depth  

Á Drop Gold Silver system for optimized detection of gold, silver, and other non -ferrous metals, rather 

than iron scraps  

Á Flexible DISCRImination system of scrap metals at lower depths cuts  off the audio -threshold and 

lights up the red  REJET LED when the search coil passes over the top of an undesirable object; 

which prevents digging for nothing  

Á Adjustable detection spectrum according to the audio -threshold settings  

Á 100% elimination of comm on bottle caps by fine -tuning SENSItivity  

Á Detect ion of an object indicated by increase in sound level which is impossible to miss  

Á Average energy consumption: 175 mA/H (from 150 to 200 mA/H depending on the search coil  and 

the frequency settings)  

Á Battery p ack holds a rechargeable NiMH of 12 Volts 2 .2 Amps, which is easily interchangeable  

Á Battery provides 9 hours of uninterrupted detection ð and up to 12 hours, taking into account the 

downtimes  

Á Telescopic Commando Arm is effortlessly adjustable, made of incr edibly durable materials, 

accompanied by comfortable armrest, ergonomic rubber handle inclined at 20Á for long detection 

hours without fatigue with the lower coil support shaft made of carbon fiberglass  

Á Electronic control box, armrest and the battery compa rtment are made of the highest quality ABS  

Á Deepers X5 accepts all the search coils manufactured by the Deepers Detector  

Á Ultra penetration power:  

¶ Up to 1 m (3.3 ft) of depth for a target of 20 cm (7.8 in) by 30 cm (11.8 in) with the standard 

round  coil th at is included in the package  

¶ Up to 2,5 m (8.2 ft) of depth for a bigger target with the optional Hypersensitive search coil 

(recommended  option ) 

¶ Up to 4 m (13.1 ft) or 5 m (16.4 ft) of depth for a significant target with the optional Frame coil  

(option)  

 

We advise that you do not rush right into your adventure the moment you receive your equipment. Take 

the time to carefully read this manual, get to know your Deepers X5, and familiarize yourself with the various 

adjustment capabilities; you will achieve be tter results when you know your equipment. The Deepers X5 

detectors are an instrument of precision and a faithful search companion that will give you much 

satisfaction if you know how to operate it well.  
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Maintenance            Page 19 

General Characteristics          Page 2 0 

Latincom SA Electronics         Page 2 0 



                                                                                                                                                                                                                                                   

 4  

 

Content of the basic package  
 

1. Deepers X5 Electronic control box  

2. Commando  Arm:  

a.  Upper shaft  with heavily reinforced nylon structure is carrying the electronic 

control box, armrest, battery compartment and handle  

b.  Middle shaft ma de of Duralumin with two twistlocks on both ends  

c.  Lower shaft is made of virtually unbreakable carbon fiberglass for carrying a 

search coil  

3. Standard round search coil of 20 cm (7.8 in) in diameter  

4. Rechargeable NiMH battery of 12V 2.2A placed in its compartm ent under the armrest  

5. Smart battery charger 110/240V and adapter  

6. Ergonomic  High definition headphones  

7. Bag of replacement accessories  

8. Transport bag  for the detector  

9. English instruction manual in color  

+   Optional ordered items  

 

Verify the content of your p ackage upon the receipt  

 

1 2a 

2b 

2c  

3 

4 

7 

6 

5 
8 

9 
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Assembly o f DEEPERS X5  
 

1. Commando Arm:  

 

 a. Telescopic  Commando Arm:  

 

First, assemble the telescopic shaft of the Commando Arm. Take the middle 

shaft and loosen the twistlocks by turning them counter -clockwise. Ensure that 

the two white pins inside of the twistlocks are pushed down. If not, slightly press 

them down with your finger to allow the passage of the telescopic shafts (refer 

to the picture). Slide in the upper and lower shafts, adjusting the extension 

according to you r height  - minimum extension 110 cm (43.3 in), maximum 140 

cm (55.1 in) . Rotate the twistlocks clockwise to immobilize each shaft. Do not 

overtighten, as it may damage the twistlocks.  

 

b. Attaching the search coil to the lower shaft:  

 

Plug the two block ing rubber holders 

into the holes on both sides of the lower 

shaft. Slide the lower shaft into the 

bracket on top of the search coil. 

Ensure the proper alignment of the 

holes. Insert the bolt (provided) through 

the lower shaft and the bracket. Fasten 

with the nut (provided) until the coil is 

immobilized at an appropriate angle parallel to the ground. Be careful not to overtighten, as it 

may damage the thread of the nut.  

 

Wind the search coil cable around the Commando Arm to take up the slack. Leave enough 

slack at the bottom of the cable near the coil to allow for readjustment of the coilõs angle while 

detecting. Use  two Velcro strap s (provided) to secure the coil cable to the shaft. Plug the coil 

connector into to the back panel of the electronic  box,  into  the SEARCHCOIL CONNECTOR 

socket , properly aligning the direction of  the  small pin s. Moderately tighten  the security nut of the 

connector . Do not  overtighten .  
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2. Connecting the headphones:  

 

Plug the headphones connector into the AUDIO SOCKET (bottom -right corner) on the front panel 

of the electronic box. The headphones are 15% more efficient in delivering a more precise 

audible signal than the internal speaker. The internal speaker is automatically silenced once the 

headphones are connected.  

 

Note:  When using the mono search coils like the Standard Round coil, hypersensitive coil, Wand 

coil and Frame coil set the switch on the back panel of the electronic box on the position MONO 

LOOP (at the red point). If you use DD Litz coil, or other special Doubl e search coil, change the 

position of the switch on DD LITZ COIL. 

 

Attention:  Never disconnect the plugs by pulling the cables. Always, grip the connectors with 

your hand to gently disconnect them.  

 

Advice:  The Deepers X5 is a very powerful and sensitive d etector, when using it make sure that 

you do not have large metal objects or coins in your pockets and use shoes without metal 

eyelets, nor use metal watches and similar accessories. Do not use belts with large metal buckles.  

These objects present a commo n source of interference.  

 

 

It is important, to never put the headphones directly on the ears, but on the 

tympanums to avoid damage to the hearing by the detection signal (refer to 

the picture) . 
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Quick Start  of Deepers X5  
 

Distance yourself away from all  metal obje cts and at the minimum of 6 m (20 ft) away from any 

modern construction s made of reinforced concrete. Assemble the Commando arm (refer to 

òAssembly of the Commando Armó) and connect the  standard  search coil (or any other coil 

made by Deepers) to  the electronic box . Before turning on the device, position the SENSI, DISCRI 

and FRE knob s as well as the SOUND switch on their respective RED POINTS. Position the 10-turn -

precision  AJUSTE potentiometer  at 5 tu rns from either of its extremes  (from its max imum or 

minimum ). 

 

Position the search coil at approximately 10 to 15 cm ( 4 to 6 in ) from the ground, 

activate the detector using the OFF-ON knob by turning it to ON towards the 

BALANCE region until you find first point of sound  and then adjust the final desired 

sound level  (audio -threshold)  using the 10-turn -precision  AJUSTE potentiometer  

within its range.  If you notice a crackling or unstable sound due to electrical local 

disturbances, radio transmissions, high voltage wires or other electrostatic 

disturbances,  to neutralize  these effects, you only need to either slightly increase 

or decrease the frequency  with the FRE knob  to obtain a clearer and more stable sound . 

 

Note: When the detector is activated, the green LED on the front control panel (top -

righ t corner) lights up.  

 

Important : It is advised that you always detect using the sound ( the internal speaker or 

headphones) so that you are able to continuously control the operation of your detector. 

Without sound you cannot control the detector and you ru n the risk of passing over top of a 

good target without ever knowing it.  

 

Advice:  The general rule of thumb is to place the SENSI knob at the red point  to obtain optimal 

stability of your detector. The REJET LED has to be green so the detector is operati onal 

(read more in òAdjustment of discriminationó). If the REJET LED is red, slightly decrease the 

level of discrimination with the DISCRI knob until the  REJET LED turns green.  

 

Important: The internal electronic components take approximately 5 minutes 

af ter turning on  the detector to stabilize  properly according to the  

temperature. It may be needed to slightly readjust  the audio -threshold with 

the potentiometer AJUSTE. 

 

Detection signal ð Target alert:  

 

Passing the coil near or above a target will immedia tely provoke a sudden  increase in sound 

level in the speaker  or headphones . The sound is the loudest and peaks just as the coil passes 

right over the target  that is sizable or shallow  (for example, food cans, horseshoe, big roof nails or 

other substantial scraps) the sound will be cut and the REJET LED will change from green to red to 

indicate the discrimination. In order not to detect small trash or pieces of scrap metal that are 

usually found at the surface, you can either lower sensitivity by fine -tuning  the SENSI knob, 

elevate the search coil to a greater height from the ground or temporarily reduce  the level of 

sound (almost a silent search, for example) with the AJUSTE potentiometer. To precisely localize 

the target, you can follow the same above steps.  
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Available  Adjustments of  Deepers X5  

 

 
 

 

 

 

 

 

Controls o n the Front Panel  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Adjustment of the audio -threshold ð OFF-ON BALANCE: 

 

Turn on the detector using the OFF-ON knob by turning it to ON towards the 

BALANCE region until you fin d first point of sound and then adjust the final desired 

sound level (audio -threshold) using the 10 -turn -precision  AJUSTE potentiometer 

within its range (refer to the following paragraph  Audio -threshold f ine -tuning ). 

When the detector is activated, the gre en LED on the front control panel (top -

right corner) lights up.  

 

2. Audio -threshold f ine -tuning ð AJUSTE knob: 

 
Fine-tuning of the audio -threshold within the available 10 precise turn s of the 

AJUSTE potentiometer  provides a wide range of  sound levels.  Before turning on 

the  detector, do not forget  to position  the AJUSTE knob in the middle of its range, 

at 5 turns from either of its extremes (from its maximum or minimum).  For 

increasing the sound level, turn the knob clockwise; to reduce, turn counter -

clockw ise. 
 
3. Adjustment of Sensitivity  - SENSI knob : 

 

The sensitivity of Deepers X5 is adjusted using the SENSI knob. The òDrop Gold 

Silveró system of the Deepers X5 works in microseconds (internal clock has a fixed 

delay of 8 microseconds corresponding to th e RED POINT position of SENSI) and 

not in milliseconds like other metal detectors on the market. Therefore, the 

Deepers X5 is extremely agile in locating the precious metals, particularly gold 

and silver, even at greater depths.  

 

 

¶ GREEN LED (top-right corner) to indicate the 

activation of the detector 

¶ BAT red LED alarms when the battery needs to be 

recharged 

¶ RED POINTS recommended positioning of the 

various knobs and switches  for quick adjustment 

of the detector 

¶ AUDIO SOCKET (bottom-right corner) the 

connection port for the headphones 

 

¶ ON-OFF BALANCE to start the detector and 

determine the audio-threshold 

¶ AJUSTE to fine-tune the audio-threshold 

¶ DETECT two detection modes MAXI or MINI 

¶ SENSI to adjust the sensitivity 

¶ FRE to adjust the frequency 

¶ DISCRI to adjust the discrimination 

¶ SOUND two sound modes available 

¶ REJET LED indicates the rejection of a 

discriminated target 
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a. Elimination of small trash using SENSI knob : 

 

Positioning  the SENSI knob in the range outlined in the picture (between 3 and 7 

oõclock), allows  avoid ing  the detection of small trash such as nails, pull tabs, 

bottle caps and other scrap metals without losing the opportunity t o locate 

important targets even if they are deep. It is important to note that lower ing  

sensitivity decreases the soil penetration power of the detector.  

 

Note:  The level of sensitivity selected influences the detection at greater de p ths. 

According to the level of mineralization of the ground, adjust the SENSI knob in such a way that 

the detector is not disturbed by false signals.  If the ground is not mineralized or polluted, the 

sensitivity can be set above the RED POINT (hypersensitive mode).  

 

Advice:  Universally, i t is preferable to position SENSI knob on the RED POINT. Lowering the 

sensitivity will increase stability in detection. At the RED POINT and higher, the detector works in 

hypersensitive mode, which increases the penetration power of the search c oil, but might cause 

instability in case the prospected ground is mineralized or polluted.  

 

4. Adjustment of Frequency ð FRE knob:     

 

The Deepers X5 is equipped with a frequency adjustment system 

with the FRE knob. Between 450 and 950 pps (Hertz) t here are 

500 detection frequencies available. The higher the frequency is , 

the sharper the sound. This frequency range permits to explore 

all types of grounds with an appropriate and optimal soil penetration signal . On 

a humid ground it is preferable to work on  low er frequencies . On the contrary, on 

a hard or dry ground, the  higher frequency will give better results. If you notice a crackling or 

unstable sound due to electrical local disturbances, radio transmissions, high voltage wires or 

other electrostatic di sturbances, to neutralize these effects, you only need to either slightly 

increase or decrease the frequency with the FRE knob to obtain a clearer and more stable 

sound.  

 

Note:  The energy consumption of the detector depends on the level of the frequency an d can 

vary from 150 mA/H with 2 00 mA/H (according to the coil used). However , Deepers X5 is 

equipped with a new refillable NiMH battery which ensures long hours of detection without 

problem.  
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5. Adjustment of the discrimination ð DISCRI knob: 

 

a. Discrimi nation  system of  Deepers X5  

 

 

 

 

The Deepers X5 is equipped with a highly efficient discrimination system against 

shallow ferrous objects. The system permits the detector to ignore any large iron 

targets within the first 20 cm to 40 cm (8 in to 16 i n) of the depth, where it is 

common to find a great quantity of trash (scrap metals, drums, horseshoes, 

barrels, tin cans, old utensils, tools, wires, etc.). With the DISCRI system, whenever 

the coil passes over or near the scraps, that should be rejected,  the REJECT LED 

instantly changes green to red and the sound temporarily  cuts off, to indicate the discrimination 

of trash .  If the detected target is a gold or silver coin, antique bronze, jewel, ring or other 

precious metal, or if it is at a great depth (which can be very interesting since most things at 

depth were placed there for a reason), whatever the nature of its metal, Deepers X5 will 

precisely locate it without losing any of its penetration power, the REJECT LED will remain green 

and the sound aud ible.  

 

b. Adjustment of the discrimination of Deepers X5 
 

To adjust the level of discrimination turning DISCRI knob from its beginning  (1 oõclock position) 

clockwise until obtaining that the REJET LED turns from the red to green . The RED POINT 

corresponds to the middle discrimination  range . To obtain the  maximum discrimination  (which 

depends on many variables) the REJET LED has to just become green  after being  red. This system 

has to be adjusted after choosing  suitable frequency ( FRE knob ) and  sensitivity (SENSI knob ). In 

the end, the volume of the desired audio -threshold  can be readapted with BALANCE and 

AJUSTE potentiometers . By modifying the frequency or sensitivity it is possible that the REJET LED 

changes to red;  in this case, it is necessary to  readjus t DISCRI to make the REJET LED return to 

green . This system is exceptionally reliable , very simple and powerful, that is easily regulate d  

according to the desired target to be discriminated without losing absolutely  the depth 

penetration power of the detec tor (patent Deepers Detector).  

Important:  If the REJET LED is red, it is impossible to obtain the audio -threshold and the detector is 

inoperative. It is absolutely necessary that the REJET LED is green so that the detector is 

operational.  

 

Recommendation : During the search, it is always advised that you maintain the search coil at a 

height of 5 to 10 cm (2 to 4 in) above ground in order to avoid the interference due to the 

mineralization of the soil or the presence of small metallic fragments. If the ground  conditions 

permit, in order to be more successful at finding coins or small object at large depths, you can 

lower the coil closer to the ground but in this case you run the risk of having a valuable metal 

target, such as a coin, be discriminated and rejec ted with the REJECT lighting up the red LED and 

cutting off the sound. If this situation occurs, lift up the coil a couple of centimeters (inches) and 

the DISCRI system will then correctly indicate whether the target should be rejected or 

maintained ( REJECT LED remains green).  
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6. Choosing the Detection mode - MINI and MAXI:  

 
Deepers X5 is equipped with a new very practical system which makes it 

possible to choose between two modes of detection with the  switch DETECT. It is 

possible to work with a maximu m of power and ground penetration of the 

detector by positioning the switch on MAXI , which is appropriate particularly for 

the prospection in virgin lands with  low mineralization  or pollution, in the fields or 

forest , for example. In MAXI  mode the targets will be detected even if they are far away from 

the search coil ð especially Hypersensitive coil (up to 30 or 40 cm (12 or 16 in) according to the 

depth and size of the detected target).  Position of the switch on MINI  allows for more tranquil 

detection wit h less local disturbances , but always with a good power. This mode is 

recommended for an easier and quiet detection, in particular on polluted ground, mineralized 

and if the priority is not the deep power  performance. It is recommended to start with the DETECT 

on MINI  and if it is necessary, later to pass again over the ground in MAXI  mode to see if nothing 

is missed at a greater depth. Difference in power between the two modes  is approximately 20%.  

 

7. Choosing the audio output system : 

 

The Deepers X5 is equipped with a double audio system. It is possible to control the 

audio -threshold sound of either the internal speaker or the connected 

headphones. When the headphones are attached the internal speaker is 

automatically silenced. For precise searches it is  advised that you always use 

headphones because they offer more precision and accuracy in detection.  As a 

reminder: It is important to never put the headphones directly on the ears, but on 

the tympanums to avoid damage to the hearing by the detection signa l. 

 

8. Choosing the sound  mode  ð SOUND SWITCH: 

 
The Deepers X5 has a òSound Effectó system that increases the 

strength of the detection signal if a doubtful object is 

encountered at an uncertain depth. This system is particularly efficient in some 

lands where the permeability of electromagnetic waves is limited, or for better 

analyzing of a dubious signal. In order to use this system, put the SOUND switch 

on 2 and if necessary readjust audio -threshold with the AJUSTE knob. From this moment, each 

time the detector passes over a deep or uncertain target it will generate a strong modulated 

sound. The system òSound Effectó is more efficient with the headphones and less effective with 

the internal speaker.  
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Battery of  DEEPERS X5 

 
1. NiMH rechargeable  battery :  

 

Power and energy are insepa rable, outstanding power  needs exceptional energy source;  it is a 

fundamental rule in detection. For Deepers X5 we used new technology of refillable NiMH 

batteries  that  off er multiple advantages: lightweight , g reat energy stora ge capacity allowing for 

9 to 12  hours of continuous  detection , quick  recharge and replacement ease . For all these 

reasons, after multiple satisfactory tests, we chose this muscle -energy source for our compact  

and powerful  detector . Moreover, in case of ex tensive and remote treasure hunting trips, it is 

recommended to bring additional batteries to ensure longer hunting hours. Additional batteries 

are available  for ordering only from our company . 

 

2. Battery charge indicator :  

 

The red LED located on the to p -left corner of the front panel ( BAT indicator) lights up 

when the battery has left approximately 25% of its total energy, or roughly 2 to 3 hours 

of detection. The blinking intensity of the light is progressive; once the indicator 

remains constantly lit you have about 1 hour of battery life left. When the battery has 

run out of energy, the detector will emit a sound followed by an imme diate reduction 

in sound volume, which indicates that there is no battery energy left. This is the time to recharge 

or cha nge the battery.  The NiMH battery when properly charged allows for 9 to 1 2 hours of 

continuous detection (depending on the coil and frequency used).  

 

3. Battery charger : 

 

Connect the charger to a socket of 110 to 240 volts (no need to 

make any adjustm ents; it will automatically select available 

voltage). Insert the male battery cable connector to the female 

connector on the charger. Battery fully recharges in 3 hours 

depending on its initial status. A fast charge of 2 hours is equivalent 

to 75% of the batteryõs potential. When the battery is done 

recharging, disconnect the charger from the socket and the 

battery.  The incorporated regulator of the charger controls the 

process but we advise not to recharge the battery for more than 3 

hours.  We use new gen eration  of  Switching Adapter and 

Intelligent  chargers , because they are more reliable and 

precis e in recharging of the NiMH batteries . When the battery 

is charging, the LED on the charge . The charger  is equipped 

with a security fuse (white) as shown on the picture , to protect 

it from electricity fluctuations  during the recharge . It is possible 

to  change the fuse by  slightly pushing and turning the  fuse 

holder , removing the old fuse replacing it by a new  one . The 

Bag of replacement accessories  contains  1 spare fuse. We 

recommend the use of a fuse of 4 or 5 Amps.  

 

Attention : It is extremely important that you recharge the battery in an area far way from 

flammable or explosive material and in a well ventilated area (never in a closed in area). In case 

you do n ot follow our safety advice our company will not be held responsible for any incidents or 

accidents.  

 

Battery Charger Socket  
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Advice : It is advised that you recharge the battery 2 to 3 hours before an expedition. Never store  

a detector and the battery  in a hot, humid, or oxidizin g place (in the car pay attention to the 

internal temperature during summer). If it rains during your treasure hunt, protect the electronic 

box  and battery compartment  using plastic bags. If you do not  use your detector for long 

periods of time , we advise that you recharge your battery once in awhile (at least every 3 

months).  

Never use accessories that are not manufactured by Deepers Detector, because they would 

most likely damage the detector, create high electronic tension  or overheat it, which would 

de stroy the detector.  

 

4. Replacement of the Deepers X5 battery :  

 

To replace the NiMH battery of 12V 2.2A, it is necessary to open the back panel of the battery 

compartment located under the armrest, carefully pull the battery out and push down the 

security  clips gently disconnect ing the plugs. Connect the new Deepers Detector  battery and 

carefully push it in the compartment, closing the battery compartment cover.  It is highly 

recommended to recharge the battery before using the detector.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Important : The Deepers X5 has been tuned at our factory and does not require any 

readjustment of the internal components. All adjustments desired by the user are possible using 

the knobs and switches on the detector. Under no circumstances should the user alter the 

internal components which are protected by special infrared coating to detect any 

unauthorized modifications; non -compliance will result in a cancellation of all our guarantees.    

Carefully Pull out the Battery  

Slide the Cover to the Left  

Push security clip with your 

thumps to disconnect the plugs  


